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TIE PLUGGING COMPOUND 
(ENCORE/ENDURAPLUG), PART A 

(RED), 5 GAL. CONTAINERS
-

COMPOSÉ POUR CHEVILLES 
DE TRAVERSE (ENCORE/
ENDURAPLUG), PART A, 

CONTENANT DE 5 GALLONS

TIE PLUGGING COMPOUND 
(ENCORE/ENDURAPLUG), PART B 

(BLUE), 5 GAL. CONTAINERS
-

COMPOSÉ POUR CHEVILLES 
DE TRAVERSE (ENCORE/
ENDURAPLUG), PART B, 

CONTENANT DE 5 GALLONS

TIE PLUGGING COMPOUND (ENCORE/ENDURAPLUG), DUAL 

CARTRIDGE (12X600ML/BOX) (39 PER SKID)

-

COMPOSÉ POUR CHEVILLES DE TRAVERSE (ENCORE-ENDURAPLUG), 

CARTOUCHES DOUBLE (12 X 600 ML/BOÎTE)

99-3640 / 99-3645 99-3600

ENCORE TIE PLUGGING AND 
APPLICATORS

•	 Formulated to match density of a hard wood and composite ties 
and provide superior holding strength

•	 Easily dispensed and set up quickly to meet production needs
•	 Can be applied in all temperatures
•	 Available in 200ml, 600ml, 1500ml cartridges or 5 gallon pails 

and 250 gallon plastic tote intermediate bulk containers (IBC’s)
•	 Maintains superior spike retention and track gauge as proven in 

the field and in independent testing

Place your order today!

APPLICATOR, TIE PLUGGING, EXTENDED LENGTH, BATTERY 

POWERED 18V (600 ML)

-

APPLICATEUR 18V LONGUE DURÉE POUR CHEVILLES DE TRAVERSE  

(600 ML)

APPLICATOR, TIE PLUGGING, MANUAL, EXTENDED LENGTH, 600ML

-

APPLICATEUR LONGUE DURÉE MANUEL POUR CHEVILLES DE 

TRAVERSE, 600ML

99-3650 99-3670

COMPOSÉ POUR CHEVILLES 
DE TRAVERSE ET APPLICATEUR

•	 Formulé pour correspondre à la densité d’un bois dur et des liens 
composites et fournir une résistance de maintien supérieure

•	 Facilement distribué et mis en place rapidement pour répondre 
aux besoins de production

•	 Peut être appliqué à toutes les températures
•	 Disponibles en cartouches de 200 ml, 600 ml, 1500 ml ou seaux 

de 5 gallons et contenants de vrac intermédiaires en plastique 
de 250 gallons (IBC)

•	 Maintient une rétention des pointes et un écartement de 
voie supérieurs, comme prouvé sur le terrain et lors de tests 
indépendants


